
LED FIRE RATED DOWNLIGHT
COLOUR SWITCHING

SKU:  T456

EAN:  5060774552094
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Adjusts light shades

Natural ColdHot
3000K 4000K 6000K



-  Selectable: 3CCT 3000K/4000K/6000K

-  Speed fit loop in/out push fit terminals 

   for solid or stranded  

-  IP65, suitable for bathrooms

-  Strong protected spring clips   

-  Twist & lock bezel design

-  Flicker Free and Dimmable 

Product Features

SKU:  T456

EAN:  5060774552094

Technical Specification:

Wattage                                        :   8W

Lumens                                          :   880

Input Voltage                               :   220-240Vac  50/60Hz

Light Source                                  :   SMD 2835 16PCS 

                                                             1W 9V 120-130lm/pcs

Colour Finish                                 :   White RAL9003

Power Factor                                :   >0.85

CRI                                                  :    >80

LED Life                                           :   50000

IP Rating                                       :    IP65(Front),IP20 (Back)

Duration of Fire                            :    30mins / 60mins / 90mins  

Rated Test Protection          

Dimmable                                     :    Yes, Trailing edge and 

                                                               Leading edge

Ø88

48mm

Ø60mm



SKU:  T456

EAN:  5060774552094

Thank you for choosing ENER-J!

Customer satisfaction is our TOP priority, please let us know how you felt about your experience. Happy? We are so 

happy that you are pleased with our product. Feel f ree to express your newfound joy! Share your experience by writing 

a review.

Not Happy? If you are not fully satisfied with the item you received, have any problems like damages, or questions, 

please contact us. We typically respond within 24-48 hours.

Stuck? Confused?

Contact our Technical Support team on:

T: +44 (0)2921 252 473   |   E: support@ener-j.co.uk

Lines are open Mon - Fri (8am to 4pm)

Luminous Intensity Distribution
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